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GRWE GRWE
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= Parts no. @@ ® Components <
m Model No. : - GRWE-B GRWE-N m
Material | Surface Finish No. Parts Material [ (&7
GRWE[ ][ ]-S[ B Black Dyed @ | Main housing S50C | 1
S§50C @ |Bearin i
K . g SUJ2 |1 pair
GRWE[ I[ ]-S[IN Ni-Plating ® [Gover ssoc |1
@ |Space ring S50C | 2
(® |Seal(<z8onesealonly)] NBR 2
® |Lucknut S50C 1
GRWE1 0 - GRWE25 ¢ D@@ are in one unit. No disassemble for
accuracy concern.
® Bearing filled with proper lithium soap lubricant
and sealed.
Installation(A) Installation(B)
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o Recommended processing
(& Too Ty dimensions of shaft Installation(A) Installation(B)
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Specification Unit - mm
Recommended processing dimensions of shaft
Standard Type Dimensions Shaft End Processing sizes Space ring
Ball Screw Shaft O. D. DiaE ot s o Nominal thread length
i i Installation (A Installation(B;
Light Medium Hard 1 o4l gr 0G| T | H| F| opgs | E al ®) ' pop @d1| @gd2| z | Os 2D @d oA | B | C M L T4
pre-loaded | pre-loaded | pre-loaded T1 E1 T2 E2
GRWE10-SL [J| GRWE10-SMJ| GRWE10-SHJ| 10 | 52 | 42 | 26 10 | 16 34368 295 55 5 8.5 8 42 4.5 8 4.5 16 12/14/15 10 882 8 36 15 | M10*P1.0 1" 55
GRWE12-SL[1| GRWE12-SM[J| GRWE12-SH[| 12 | 54 | 44 | 26 | 10 | 16 36 3% 295| 55 5} 8.5 8 44 4.5 8 45 | 19 14/15/16 1238 10 36 15 | M12*P1.0 | 11 515)
GRWE15-SL ]| GRWE15-SM[J| GRWE15-SH[J| 15 | 63 | 52 | 30 13 | 17 4038 38 12 6 14 8 50 55| 95| 55 22 18/20 1558% 12 47 20 | M15*P1.0 13 10
£
S GRWE20-SL []| GRWE20-SM[]| GRWE20-SH[J| 20 | 85 | 68 | 48 | 18 | 30 57 3% 52 10 10 14 14 70 6.6 | 11 6.5 | 30 25/28/30 20 5% 17 62 25 | M20*P1.0 | 17 11 5
5 3
E GRWE25-SL []| GRWE25-SM[]| GRWE25-SH[| 25 | 98 | 79 | 54 | 24 | 30 63 5% 59 13 10 20 17 80 9 15 8.5 35 30/32/36 2585 20 76 30 | M25*P1.5 20 15 _g
£ E
g Ordering ) ) ) ) * Supported side spec refer to P.54~P.55 g
E Example Model No. Shaft Dia. Grade/Pre-loaded Surface finish| |Bearing category H
46 47




